
TABLE A-1 -- HOT WATER ESTIMATOR FOR BULK TANK WASH

GALLONS
OF

CYCLE CYCLE TEMP CYCLE
GALLONS

MULTIPLIER HOT WATER

RINSE HOT (165° - 170°) 1
WARM (95° - 110°) 0.5

WASH HOT (165° - 170°) 1
ACID WARM (95° - 110°) 0.5
RINSE COLD

TOTAL HOT
WATER
NEEDED

TABLE A-2  -- HOT
WATER ESTIMATOR
FOR PIPELINE
WASHING

QUANTITY SIZE MULTIPLIE
R

GALLON
S

4" 0.12
3" 0.07

MILKLINE (ft) 2.5" 0.05
2" 0.03

1.5" 0.02
3" 0.34

WASH DRAW LINES (ft) 2.5" 0.23
MILK TRANSFER LINES
(ft)

2" 0.15

1.5" 0.09
RECEIVER(S) VOLUME xxxxxxx

x
0.33

IN GALLONS xxxxxxx
x

0.33

MILKING UNITS xxxxxxx
x

0.25

MILK METERS xxxxxxx
x

0.25



9/16" 0.012
MILK HOSE (ft) 5/8" 0.016

3/4" 0.023
PRECOOLERS LARGE 5.0

SMALL 2.0
WASH SINK RESERVE UP TO 36"

HORIZONTA
L

5.0

UP TO 60"
HORIZONTA
L

7.5

ABOVE 60"
HORIZONTA
L

10

VERTICAL-
SMALL

10

VERTICAL-
LARGE

15

TOTAL VOLUME PER
CYCLE
TOTAL HOT WATER
NEEDED FOR PIPELINE
WASHING

**

(CYCLE VOLUME X 1.5)
**ASSUMPTIONS:

     HOT WATER -              165° - 170°F FIRST RINSE - 95° - 110°F

     COLD WATER -            45° - 50°F WASH - 165° - 170°F

LAST RINSE - 45° - 50°F

**DOES NOT INCLUDE HOT WATER
USED FOR BULK TANK WASHING,
FEEDING CALVES, ETC.


